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Schiebeläden – Feststehende Lamellen
Sliding shutters – Fixed slats
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Surface  Fine structure matt (standard), silk gloss, 

matt

 Powder-coated 200 °C before assembly

 

Colours RAL Classic, RAL Design, NCS, VSR

Finishes Wood, stone, rust

Pretreatment Ocean Line Plus possible

Notes Slats are exchangeable

 Drain holes at bottom of frame

Min./max. dimensions Width: 850 to 2100 mm

 Height: 800 to 2500 mm 

Weight Approx. 12 kg/m²

Frame profile  45 × 32 mm extruded aluminium hollow 

chamber profile

Slat profile  60 × 22 mm extruded aluminium hollow 

chamber profile

Corner connections  Glued-in aluminium bracket with visible  

notch in the outer frame

Options Electric drive 

Oberfläche  Feinstruktur-Matt (Standard), Seidenglanz, 

Matt 

Pulverbeschichtung 200 °C vor dem Zusam-

menbau

 

Farben RAL Classic, RAL Design, NCS, VSR

Dekore Holz, Stein, Rost

Vorbehandlung Ocean Line Plus möglich

Hinweise Lamellen austauschbar

 Entwässerungsbohrung unten im Rahmen

Maße min./max. Breite: 850 bis 2100 mm

 Höhe: 800 bis 2500 mm 

Gewicht ca. 12 kg/m²

Rahmenprofil  45 × 32 mm stranggepresstes Aluminium-

hohlkammerprofil

Lamellenprofil  60 × 22 mm stranggepresstes Aluminium-

hohlkammerprofil

Eckverbindung Aluminiumwinkel eingeklebt, mit sichtbaren  

 Einkerbungen im Rahmen außen

Optionen Elektroantrieb 

Rahmenprofil

Frame profile

Lamellenprofil

Slat profile
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Feststehende Lamellen
Fixed slats


